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Nominal impedance: 50Q
0w Frequency: DC~-68 G Hz
- |~ VS.W.R: 1.3 Max.
— o
Q Q Working VVoltage: =170V rms
Dielectric withstanding voltage: AC 500/1 minute
INnsulation resistance: 1000MQ min.
RECOMMENDED - Contact resistance: Center:5.0mQ max.
CABLE STRIP DIMENSION Outer:2.5mO max.
NMechanical & Environmenktal:
Temperature range: -650C to + 16500
Mating cycles:500 cycles min.
1 Body Brass Gold Flash 1
2 INnsulator Teflon 1
3 Contactor Be Cu Gold 30u" 1
4 Joint Body Brass Gold Flash 1
5 Ferrule Brass Gold Flash 1
ITEM |DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS [DRAWNBY eoﬁf
MAIOR Ti IT] -3
CRITICALG LLLH wel Jijl- F WS CONN
GENERAL TOLERANCES|ien Toyeq |TTE
(UNLESS SPECIFIED) |APPROVED BY DATE MMCX JACK CRIMP FOR
Kevin lEOC;gél‘ RG-174/316
AO NEW RELEASE - Tino Ken 2024/10/21 07-_53-8 igfig i 5 T
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 £0.60 mm — | A MMX-US3163G-011
121-315 +1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° NONE | 10F 1 AO WS-MMXJS0011
2019.09.02_REV.13 | B | C | D E | F G | H | [ J




