A B C | D | E F G | H I J

1.15+x0.05

1/4"36UNS-2A
5.3
-

1.2/

0.8

10.4
11.4

29.2
295./

=28.5

OST Electrical:

Nominal impedance: 500
Frequency: DC~-68 G Hz
VSWR: 1.2 Max
Working voltage: =335VRMS
Dielectric withstanding voltage: 750VRMS/1 minute
INnsulation resistance: SO00MQ min.
Contact resistance: Center:=3.0mQOQ
Outer:=2.0mqA
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Mechanical & Environmenktal:
Temperature range: -650C to +16850C
Mlating cycle: 500 cycle min.
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6/ ITEM | DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS |PRAWN BY DATE

PCB MOUNTING HOLES ong S HICET WS CONN

CR|T|CA|_© CHECKED BY DATE

GENERAL TOLERANCES|ken So/aa| TTE

(UNLESS SPECIFIED ) | APPROVEDBY EODE/?;ESMA JACK SOLDER FOR PCB MOUNT

Kevin 08/26

AO NEW RELEASE —-- Tino Ken 2020/08/26 0.5-6 £0.20 LLES

7-30 +0.40 SIZE PART NO.

REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 +0.60 mm | ©F1 A4 | SAS-USTHT3G-0-011

121-315 +£1.00 SCALE SHEET NO. REV DWG NO.

REVISIONS ANGLES +2° NONE | 1 0F1 AO WS-SASJS0011
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