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14 — 0.55mm (.021") Hex. s 85
17 Electrical:
Nominal impedance: 50Q
05T 77 Frequency: DC-68 G Hz
0) = N VSWR: 1.2 Max
% % Working voltage: <= 250VRMS
0 % N 0 Dielectric withstanding voltage: 750VRMS
M 1 0 C - - gy T @) 0 INnsulation resistance: 50O00MQ min.
%Ir o 0 e S| ® Contact resistance: Center:6.0mQ max.
~! Outer:2.0mOQ max.
. @
g2 Mechanical & Environmenktal:
1.7 Gaskat Temperature range: -B50C to +1650C
¢10.2 aske NMating cycle: 500 cycle min.
Nut Washer Waterproof level : IP67 unmated
1 Body Brass Gold Flash 1
2 INnsulator Teflon 1
3 Contactor Be Copper Gold 30u” 1
2.3 4 Bullet pin Brass Gold Flash 1
5 Nut Brass Gold Flash 1
[S) Washer Brass Gold Flash 1
7 Gasket Silicone 1
ITEM | DESCRIPTION MATERIAL FINISH QTY
Recommended cable QUALITY SYMBOLS - PRAAET como ——
MAJOR ino I7]
strip dimension CRITICALg TREKED ™Y Sl C X WS CONN
GENERAL TOLERANCES Ken gg/ﬁg T SMA JACK BULKHEAD FOR
(UNLESS SPECIFIED) |APPROVED BY EODQ;E 1.13 CABLE CRIMP ATTACHMENT
. IP67 UNMATED
AO NEW RELEASE - Tino Ken 2022/09/05 056020 Rl 0908 G,
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 0.60 mm | O] A4 | SAS-US11336-0L020
121-315 +1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° NONE | 10F 1 AO WS-SASJIS0020
2019.09.02_REV.13 | B | | D | E | F | G | H | [ J




