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1)) _ ( Electrical:
/ Eg Nominal impedance: 50Q
B e S | 95 | Frequency: DC~12.5 G Hz
@ VSWR: 1.3 Max
M @ )
o o Working voltage: =250VRMS
< 00 Q, B B Dielectric withstanding voltage: 750VRMS min.
887 g 17 s e < INnsulation resistance: 5SO000MQ min.
’ Contact resistance: Center:6.0mQ max.
Washer NuUE Outer:2.0mQ max.
2 8
T T | | Mechanical & Environmental:
7 S 7 Temperature range: -650C to + 16500
7 Z Mating cycle: 500 cycles min.
_ ] ] 1 Body Brass Gold Flash 1
7 2 INnsulator Teflon 1
// 7777 3 Contactor Be Cu Gold 30u" 1
9] 7, /// o /// 4 NuUt Brass Gold Flash 1
m |_D [I] 5 Washer Brass Gold Flash 1
ri l (u B8 Ferrule Brass Gold Flash 1
(rj \_| ITEM | DESCRIPTION MATERIAL FINISH QTY
Pin Cnmp Tool — QUALITY SYMBOLS [DRAWNBY EC)DéA:TBE
MAJOR D Tino osze FI1- 3
Ferrule Crimp Tool CRITICALD CHECKED BY ’DATElU I WS CONN
GENERAL TOLERANCES|en O lom TTE
(UNLESS SPECIFIED) |APPROVED BY DATE  SMA JACK BULKHEAD CRIMP
. =023 FOR RG-174/316, LMR100
AO NEW RELEASE - Tino Ken 2023/06/22 0.5-6 £0.20 eV S
7-30 +£0.40 @S :
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 +0.60 mm A4 SAS-JS316836-b==
121-315 +£1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES £2° NONE | 10F1 | AO WS-SASJS0022
2019.09.02_REV.13 | B | C | D | E | F | G | H | [ J




