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| Electrical:
/. A i i :

77 97 O o ) | Nominal |m.peda~nce 500

7 v 7200 Frequency: DC~18 G Hz
4 Am\ N VSWR: 1.2 Max

/. /.
////////// /// ! ///// ///// D : Working voltage: 500V
///// ////// ////////// |_D D Dielectric withstanding voltage: AC 1500/1 minute
/////f///// ///////’////// Insulation resistance: 5O00MQ min.
//// 7 //////// Y Contact resistance: Center:=3.0m0O

Outer:=2.0mQ
26/5 26875 Mechanical & Environmental:
- - — Temperature range: -550C to +1 6500

RECOMMENDED Mating cycle: Screw-0n

PCB LAYOUT

1 Body Brass Gold Flash 1
2 Contackt BeCu Gold 30u” 1
3 INnsulator Teflon 1
ITEM |DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS |PRAWNBY DATE
MAIRQ  7ing e fffl 0 WS CONN
CRITICALO CHECKED BY DATE lu CL
GENERAL TOLERANCES|ken S/ | TE SMIA JACK SOLDER TAB PIN
APPROVED BY DATE|
(UNLESS SPECIFIED) _ o021 | EDGE MOUNT TYPE SHORT BARREL
AO NEW RELEASE - Tino Ken 2021/03/31 056020 o S — TG,
— SAS-USEMT3G-HS-025
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 £0.60 mm A4
121-315 +1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES $2° NONE | 10F 1 AO WS-SASJIS0025

2019.09.02_REV.13 | B | C | D | E | F | G | H | [ J




