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D‘ Electrical:
Nominal impedance: 500
Frequency: DC~10G Hz
g5 VSWR: 125 Vax.
. Working Voltage: =500V rms
Dielectric withstanding voltage: AC 1500/1 minute
— INnsulation resistance: 5000MQ
m_ O_I Q Contact resistance: Center:3.0mQ max.
m (TJ - - - Oucter:2.0MmO max.
SIASY <
: Mechanical & Environmenktal:
Temperature range: -650C to + 16500
Mating Cycles: 500 cycles min.
1 Body Brass Nickel 1
2 Shell Brass Nickel 1
3 INnsulator Teflon 1
4 Contactor Brass Gold Flash 1
5 Bullet Pin Brass Gold Flash 1
B Snap Ring Brass 1
8 Gasket Silicone 1
Ferrule Brass Nickel 1
ITEM|DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS |DRAWN BY EODE/‘*;E
MAIOR Ti IT] -3
CRITICALO CHECKED Y leﬁi«u’ 1 wWs CONN
GENERAL TOLERANCES|ken Taron|TE
(UNLESS SPECIFIED) |APPROVED BY DATE RP-TNC PLUG S/T CRIMP FOR
Kevin leecjgg RG-174/316 (PIN-IN-PIN)
AO NEW RELEASE --- Tino Ken 2022/12/02 O o ONITS 5 S —
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 0.60 mm — M TOR-PS31B6GN-003
121-315 +1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° NONE | 10F 1 AO WS-TNRPS0003
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