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NOTES:
1.SPECIFICATIONS:
1.1 100%/0 OPEN/SHORT AND MISSWIRE TEST
12 CHARACTERISTIC IMPEDANCE: 500
1.3 FREQUENCY RANGE: O~10GHz
1.4 VSWR<12
1.5 INSULATOR RESISTANCE: 5000MQ MAX
16 VOLTAGE: 1000Vrms
2.0THERS:
2.1 THIS COMPONENT AND ITS HOMOGENEOUS sSsuB
COMPONENTS ARE
1 SMA PLUG Phosphor Bronze (Noﬁ?ll?l;;ns;tic) 1
BLACK HEAT SHRINK
2 GLUE TUBING PE BLACK 2
3 SMA PLUG Phosphor Bronze (Noﬁ?ll?l;;ns;tic) 1
RG-405
< Military(MIL-C-17) Copper TIN 1
ITEM DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS |PRAWN BY DATE
MAJOR @ Tino e TT] ws CONN
CRITICAL © CHECKED BY DATE lu C'L
GENERAL TOLERANCES ken 0503 ™ Sp A PLUG TO SMA PLUG
(UNLESS SPECIFIED) |APPROVED BY EODE/}LE NON MAGNETIC RG405 SEMI RIGID
. CABLE GRAY L=12inch
AO NEW RELEASE - Tino Ken P024/05/03 056020 o o
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 0.60 mm | O A4 | SaSesasP-405-305.001
121-315 +£1.00 SCALE SHEET NO. REV DWG NO.
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