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1.0 Elecctrical:
' Nominal impedance: 50Q
1.7 Frequency: DC~-6 G Hz
VSWR: 1.2max
() Working voltage: =250VRMS
%) 05T <b6'6 N Dielectric withstanding voltage: 750 VRMS
3 v INsulation resistance: SO00NMQ Mmin.
0 ) ) 0) Contact resistance: Center:6.0mQ max.
m | | I B - - 0 O Outer:2.0mAQ max.
=I m - A3 S
3 - Mechanical & Environmental :
— @ Temperature range: -65C to +185C
K Mlating cycles: 500 cycles min
1.7 Gasket waterproof level: IP67 unmated
102 1 Body Brass Gold Flash 1
M 2 INnsulator Teflon 1
Washer 3 Contactor Phosphor Bronze Gold 30u”" 1
4 Bullet pin Brass Gold Flash 1
85 44 39 \ 95 5 Nut Brass Gold Flash 1
‘ B Washer Brass Gold Flash 1
— 7 B > m m < B B ; (Ift:riljlael? Slfla’l:’zc‘)sr‘;e Gold Flash 1
] ( m m < ITEM | DESCRIPTION MATERIAL FINISH QTY
= ded Cabl S S J QUALITY SYMBOLS [PRAWN 6V DI
ecommende able MAJOR @ Tino oo i I
Strlp Dimension CRITICALO CHECKED BY ll/DATE WS CONN
GENERAL TOLERANCES i<en flofgg Te SMA JACK REVERSE POLARITY
(UNLESS SPECIFIED) |APPROVED BY DATE B KHEAD FOR RG-174/RG-316 CABLE
) 0.5-6 40.20 Kevin lElC;gg (PIN-IN-PIN) IPB87 UNMATED
AO NEW RELEASE -— Tino Ken 2023/11/09 0 30,0 NS YT
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 0.60 mm Ot A4 SAR-JS31B36--035
121-315 +£1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° NONE | 1 0F1 AO WS-SARJS0035
2019.09.02_REV.13 | B | C D | | F | G | H | [ J




