A | C D E F G H | J
1/./7
(U
l — 1 i i
UJ [ /A ]
7 m i (0 / \
|
) : g Hm| 20 : e
/)
(0 | s O N In /
o | : 1.2
q AL ) 1 (U e
~ -
-
Electrical:
! Nominal impedance: 50Q
$1.65 Frequency: DC~-6 G Hz
=4 = VSWR: 1.3 Max
' _ B Working voltage: = 335VRMS
Dielectric withstanding voltage: 750 VRMS
INnsulation resistance: 5SO00MQ Mmin.
Contact resistance: Center:6.0mQ max.
Outer:2.0m0O max.
g5 c 5.5 NMechanical & Environmental:
- - B ' Temperature range: -650C to +16500C
A 1.5 Mlating cycle: 500 Cycles min.
D'J m A - 1 Body Brass Gold Flash 1
. . B B - E B B 2 Shell Brass Gold Flash 1
m m 3 Insulator Teflon 1
S | S 4 Contactor Phosphor Bronze Gold 30u” 1
) 5 Cover Cap Brass Gold Flash 1
=) Snap Ring sSuUs304 1
RG_ 174/315 Recommended 7 O-Ring Silicone 1
. . . 8 Ferrule Brass Gold Flash 1
Cable Stﬂp Dimension ITEM|DESCRIPTION MATERIAL FINISH QTy
QUALITY SYMBOLS |PRAWNBY T
MAJOR no 171
r QT e M L WS CONN
GENERAL TOLERANCES |iken Gr/ao|TTE
(UNLESS SPECIFIED) |APPROVED BY DATE RP-SMA PLUG R/A CRIMP
. =021 FOR RG-174/316
AO NEW RELEASE —- Tino Ken 2021/07/19 0.5-6 0.20 Rl S . T
7-30 £0.40 @t | A SAR-PR3163G-007
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 £0.60 mm
121-315 +£1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES *2° NONE 10F1 AO WS-SARPROOO7
2019.09.02_REV.13 | | C | D | E | F | G | H | [ J




