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Elecktrical:
Nominal impedance: 50Q
Frequency: DC~12.4 G Hz
VSWR: 1.3 Max
Working voltage: = 335VRMS
Dielectric withstanding voltage: 1000 VRMS
INnsulation resistance: 5SO00NMIQ Mmin.
1277 1.0 6.5 Contact resistance: Center:6.0mQ max.
Quter:2.0MmO max.
3.5
| Mechanical & Environmental:
)@ —— Temperature range: -650C to +1650C
%3 Ue) ) . NMating cycle: 500 Cycles min.
1 1 Body Brass Gold Flash 1
2 Shell Brass Gold Flash 1
3 INnsulator Teflon 1
Recommended 4 Contactor Be Cu Gold 30u” 1
. . ] 5 Snap Ring sSUsS304 1
Cable Strip Dimension 5 Gasket Silicone 1
7 Ferrule Brass Gold Flash 1
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GENERAL TOLERANCES|ken Gavma|TTE
(UNLESS SPECIFIED) |APPROVED BY DATE RP-SMA PLUG CRIMP
Kevin (%)E% FOR RG-58 CABLE
AO NEW RELEASE - Tino Ken 2022/03/25 07-_53-8 igfig R e T
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 +0.60 mm Ad SAR-PSO5836-003
121-315 +£1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES #2° NONE | 10F 1 A0 WS-SARPS0003
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