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12 Electrical:
' Nominal impedance: 50Q
1.7 Frequency: DC~-6 G Hz
VSWR: 1.2max
() Working voltage: =250VRMS
%) 0.5T <b6'6 N Dielectric withstanding voltage: 750 VRMS
B ¥ INnsulation resistance: SO00NMIQ Mmin.
0 W) ) 0) Contact resistance: Center:6.0mQ max.
m | I C - - y [_g gj Oucter:2.0mOQ max.
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3 Mechanical & Environmental :
— //Z; Temperature range: -65C to +185C
1~ Kz Mlating cycles: 500 cycles min
' Gasket waterproof level: IP67 unmated
NUE 102 127 1 Body Brass Gold Flash 1
- = INnsulator Teflon 1
VWasher 3 Contactor Be Cu Gold 30u" 1
85 44 39 4 Bullet pin Brass Gold Flash 1
5 Nut Brass Gold Flash 1
|_D LD S Washer Brass Gold Flash 1
) m |_D — - - - - — 7 Gasket Silicone 1
] B B QS 8 Ferrule Brass Gold Flash 1
4 ITEM | DESCRIPTION MATERIAL FINISH QTY
RECDMMENDED | QUALIT\BSY&IBOLS DRAWN BY EC)DQLE o
" MAJOR ino 5/1
CABLE STRIP DIMENSION 217"/ 55mm Hex. cimeaLe o o AN C XL VWS CONN
GENERAL TOLERANCES|ken Gorae|TTE
(UNLESS SPECIFIED) |APPROVED BY EOZ\LE SMA JACK BULKHEAD CRIMP
AO NEW RELEASE - Tino Ken 2024/05/16 056020 0516 S,ZEFDR:Ri? TR PRMATER
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31120 2060 mm | O A4 | SAS.S0S8GG-029
- +1. SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° NONE | 10F1 AO WS-SASJIS0029
2019.09.02_REV.13 | B | C | D | E | F | G | H | [ J




