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S Electrical:
— Nominal impedance: 50Q
Frequency: DC~2/7 G Hz
VSWR: 1.2max
Working voltage: 5SO0OVRMS
0.7 Dielectric withstanding voltage: 1500 VRMS
— . INnsulation resistance: 5O000MQ Mmin.
5 8 Contact resistance: Center:= 3.0mQ max.
—_— = = i - TIN Quter:=2.0mQ max.
| - NMechanical & Environmental :
—— B ( Temperature range: -55C to +1685C
L ) NMlating : Screw-0n
1 Body Brass Gold Flash 1
F\)ecommended Gab|e 2 Shell Brass Gold Flash 1
. . . 3 Cable Tube Brass Gold Flash 1
Sterip Dimension 4 | Insulator Teflon 1
5 Contactor Brass Gold Flash 1
(=) Snap Ring Stainless Steel 1
7 Gasket Silicone 1
ITEM | DESCRIPTION MATERIAL FINISH QTY
QUALITY SYMBOLS |PRAWN BY _ DATE
MAJOR ino 7l
or QT S M C T WS CONN
GENERAL TOLERANCES|ken S/ TE
SMA PLUG SOLDER
<UNLESS SPEC'F'ED) APPRC_)VED o gon;E FOR SS405 COAXIAL CABLE
AO NEW RELEASE —- Tino Ken 2018/03/17 07-_53‘8 igfig Rl @JO;T e
REV. DESCRIPTION ECN NO. NAME CHECK DATE 31-120 0.60 mm A4 SAS-PS4D5EE-038
121-315 +1.00 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES #2° NONE | 10F 1 A0 WS-SASPS0038
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